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* Long Life range: 14,000 hours*.

* Base: E27.

* Electronic high power lamp complete with light beam control device with anti-glare and
anti-light pollution function.

* Power Factor > 0.95, matching EN 61000-3-2.

* The metalized polycarbonate optical accessory acts as a reflector and directs the light
towards the ground.

* Anti-glare function with consequent greater visual comfort.

* No accessories needed; can be used in most outdoor appliances for diffusers with a
diameter of over 35 cm.

* To be lit in upright position only, cap down.

* Matte black finish on lamp housing.
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Item Characteristics

12 mmTube diameter

4UTube Geometry

242 mmLenght

80 mmDiameter

4000 KColour temperature

Natural LightLight Tonality

1900 LUMENNominal Flux

0,13 ALamp Current

E27Base

30 WNominal Power

220-240 VLamp Voltage

03040FRLCode

Performance

30kWh/1000h

AEnergy Class

14000 hLifetime

>80Irc/Ra
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Tech Info

2006/95/CE * Bassa Tensione 2004/108/CE *
Compatibilità Elettromagnetica 2011/65/UE *

RoHS 2002/19/UE * RAEE 2009/125/CE *
Progettazione Eco Compatibile EN 60968 *

anno 2013 EN 61547 * anno 2010 EN 55015 *
anno 2014 EN 61000-3-2 * anno 2007 EN

61000-3-2/A1/A2 * anno 2011 EN 61000-3-3 *
anno 2014 1194/2012 * Progettazione Eco

Compatibile 2010/30/EU * Energy
Consumption 874/2012 * Regulation for

Energy Labelling

Fulfilled Directives and norms

65LLMMF - Lamp lumen maintenance
factor

<3,5mgMercury (mg)

<=0,3SLamp start time

<30''Warm-up time up to 60 % of the full
light output

0,95Power Factor

10000Number of ON-OFF cycles

YESOpen fittings

NODimmable

Spectrocolorimetry and Photometry

Shipping info

8011905773106Master barcode

4 pzPack

8011905827823Item barcode
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