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DICHROIC MR8 Ø25

* The smallest halogen lamp with external reflector: only 26 mm of diameter.

* Safety glass integrated within the body.

* Decorated with a light satin finish on the external surface of the reflector.

* Can be used in the open air, even replacing a Bipin.

* Dichroic coating of the reflector: sends the heat towards the back of the lamp.

* Extremely bright effect from a very small light source.

* Ideal for accent lighting.

Item Characteristics

39 mmLenght

26 mmDiameter

26°Opening beam

3000 KColour temperature

With safety glassType of lamp

87 LUMENNominal Flux

0,83 ALamp Current

GZ4Base

10 WNominal Power

12 VLamp Voltage

01851Code

Performance

11kWh/1000h

BEnergy Class

2000 hLifetime

100Irc/Ra

F26Photometry

0,14Alpha

170Axis cd

Tech Info

2011/65/UE * RoHS EN60432-3 * Anno 2013
2010/30/EU * Energy Consumption 874/2012 *
Regulation for Energy Labelling 2009/125/CE *

Progettazione Eco Compatibile 1194/2012 *
Progettazione Eco Compatibile

Fulfilled Directives and norms

-15°C / +35°CT (°C) Working environment Temp.

<0,2sLamp start time

Instant Full LightWarm-up time up to 60 % of the full
light output

1Power Factor

25000Number of ON-OFF cycles

YESOpen fittings

YESUV Stop quarz bulb

360°Operating Position

YESDimmable
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Spectrocolorimetry and Photometry

Shipping info

460 x 230 x 240
Master pack dimensions
L x H x D (mm)

8011905758622Master barcode

214 x 47 x 214
Inner pack dimensions
L x H x D (mm)

25 pzPack

8011905814403Item barcode

41 x 45 x 41
Single pack dimensions
L x H x D (mm)
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