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DURALUX Mini Twist ECO 10000h

* Base: E27 and E14.

* Significant electronic part miniaturization and consequent reduction in required plastic
base diameter: just 31 to 36 mm according to power.

* Twist shape: optimization of space and excellent tube resistance.

* T2 technology.

* High efficiency and low cost.

* Appearance compatible with 'visible' applications.

* A perfect alliance between efficiency and low cost: quality and maximum savings.

* Colour temperature choice.

* For domestic use, offices, etc.

Item Characteristics

7 mmTube diameter

TWISTTube Geometry

100 mmLenght

31 mmDiameter

2700 KColour temperature

HomelightLight Tonality

470 LUMENNominal Flux

0,07 ALamp Current

E27Base

9 WNominal Power

220-240 VLamp Voltage

07627Code

Performance

43 WEquivalence with incandescent lamp

9kWh/1000h

AEnergy Class

10000 hLifetime

>80Irc/Ra
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Tech Info

2006/95/CE * Bassa Tensione 2004/108/CE *
Compatibilità Elettromagnetica 2011/65/UE *

RoHS 2002/19/UE * RAEE 2009/125/CE *
Progettazione Eco Compatibile EN 60968 *

anno 2013 EN 61547 * anno 2010 EN 55015 *
anno 2014 EN 61000-3-2 * anno 2007 EN

61000-3-2/A1/A2 * anno 2011 EN 61000-3-3 *
anno 2014 244/2009 * Progettazione Eco

Compatibile 859/2009 * Progettazione Eco
Compatibile 2010/30/EU * Energy

Consumption 874/2012 * Regulation for
Energy Labelling

Fulfilled Directives and norms

-15°C / +35°CT (°C) Working environment Temp.

65LLMMF - Lamp lumen maintenance
factor

<2,5mgMercury (mg)

<=0,3SLamp start time

<30''Warm-up time up to 60 % of the full
light output

0,55Power Factor

10000Number of ON-OFF cycles

YESOpen fittings

360°Operating Position

NODimmable

Spectrocolorimetry and Photometry

Shipping info

380 x 370 x 137
Master pack dimensions
L x H x D (mm)

8011905773458Master barcode

175 x 71 x 117
Inner pack dimensions
L x H x D (mm)

10 pzPack

8011905828172Item barcode

33 x 33 x 107
Single pack dimensions
L x H x D (mm)
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